20000913.ba v02_n986.bam.20000913 


>From ???@??? Wed Sep 13 19:08:12 2000 -0500 

Message-Id: <200009140006.e8E06Le16786@sco.theporch. com> 
Date: Wed, 13 Sep 2000 19:05:17 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2986 


BOATANCHORS Digest 2986 
Topics covered in this issue include: 


1) Re: Ham ad w/beer 
by Morton Jones <mortjonz@pacbell.net> 
2) Hallicrafters Audio phase shift network 
by polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
3) RE: BC-611 Batteries 
by "Laudon, Kenneth (Kalman) A [AMSTA-AR-FSF-DAV]" 
<klaudon@pica.army.mil> 
4) Boatanchor Miscellany FS 
by Merz Donald S <merz.ds@mellon.com> 
5) Precision 10-12 out there? 
by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
6) RE: BC-611 Batteries 
by jmccarty@lucent.com (John J Mccarty) 
7) ADMINISTRIVIA: Fancy HTML in Posts 
by listown@jackatak.theporch.com (Mail List Owner) 
8) HV choke. Thunderbolt. Anyone got a spare, before I embark on rewinding this 
one. 
by "Bob Duckworth" <wb4mnf@atl.org> 
9) Re: BC-611 Batteries 
by Lenox Carruth <carruth@geo-thermal.com> 
10) RE: HRO Coils/Tube Inserts 
by Ray Allen <w2kbr@toad.net> 
11) TV-7 
by Raymond Cote <rjcote@hawaii.rr.com> 
12) Help wiring EV664 mic! 
by Daniel Wright <dw73454@navix.net> 
13) Yet another bit of gear needing ID and manual/schema....Pioneer S-6 
by "Bob Duckworth" <wb4mnf@atl.org> 
14) Halli S-36M question 
by Richard Post <post@ouvaxa.cats.ohiou.edu> 
15) Re: Halli S-36M question 
by "A. B. Bonds" <ab@vuse. vanderbilt. edu> 
16) Collins Military Unit R1738 
by Robert Kemp <rkemp@mr.net> 
17) RE: HV choke. Thunderbolt. Anyone got a spare, before I embark on rewinding 


this one. 
by "Ed Sieb" <sieb@sympatico.ca> 
18) RE: Help wiring EV664 mic! 
by "Ed Sieb" <sieb@sympatico.ca> 
19) Atwater-Kent Radio 
by David Knepper <knepper@lenzlink.net> 
20) Halli- S20R 
by "russ dworakowski" <wb3fau@hotmail .com> 


Date: Wed, 13 Sep 2000 07:07:27 -0700 

From: Morton Jones <mortjonz@pacbell.net> 
Subject: Re: Ham ad w/beer 

To: Old Tube Radios <boatanchors@theporch.com> 
Cc: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <39BF8A1F.A9D43581@pacbell.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=us-ascii 
Content-transfer-encoding: 7bit 


Hi John and Gang, I have this same ad framed and on My ham shack wall I think 
it is very Cool.. Mort W6KLG 


John Dilks, K2TQN wrote: 


old message... 
Seems Schlitz had an actual ham radio ad some time back and some guy is 
offering the ad, or at least a copy. It is item 434620966 


I found this interesting. I noted part of the call of the operator W3H? on 
his chair-back pillow. 


The Artists' name is John something. It would be interesting to find out if 
he did someone's station and just who it was. 


I wonder in what magazine would Schlitz place a ham ad? Has anybody seen 
this before? 


Thanks for mentioning this. 
73' John, K2TQN 


73's de K2TQN, John Dilks 


My Old Radio Column in QST Magazine 
http: //www.eht.com/oldradio/arr1/ 


VV VV VV VV VV VV VV VV VV VV VV OV 


Old Radio Wireless and Radio History page 


http: //www.eht.com/oldradio/awa/ 


K2TQN's Old Radio Museum 
http: //www.eht.com/oldradio/museum/ 


The New Jersey Antique Radio Club page 
http: //www.eht.com/oldradio/ 


VV VVV VV 


Date: Wed, 13 Sep 2000 10:23:47 -0400 

From: polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
Message-Id: <200009131423 .KAA09796@aa41m.ba-watch.org.> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Hallicrafters Audio phase shift network 


Thing's been rattling in my junk box for ages & now I need it or a 
B&W sorta 204. 


Halli # is 041-250449 & bet it came outa a HT32 & wud like a confirmation 


Was gonna ask for connections but opened container like every aparrent 
prior owner & have these connections & some component values. 


Component values don't match Norgaard art'l I saw yesterday but must do 
same thing... i.e. maintain 90deg. diff between 2 networks over audio 
passband. 


Reason for interest is Synchronous det. art'l in 6/57 CQ by Costas' pal. 


Costas @ GE originated PLL loop dsb detection, Costas loop, now used in 
most QAM data things. 


There was an amazing FRG57(?) rx that exploited this & a complete GE system 
called YRS-1, none of which I've seen. 


Making dsb much easier that ssb, has diversity boost and noise 
cancellation (needs audio psn) built-in. & does as well or better than 
ssb for Channel use via a statistical argument 


But technicians turn blue when faced w. statistical arguments & thats 
why, I believe, ethernet took years to prevail over more complex & 
gangly token ring. 


But ethernet won & coherent dsb tanked 


Lowe HF150 has synchronous detectors but don't know if they'll lock w/o 
a carrier like Costas thing. 


Comments? 
Thanks, 


Marty 


Message-ID: <Q7E473510AFOD111ADFAQOA0C9B420520624EA24@mail1.pica.army.mil> 
From: "“Laudon, Kenneth (Kalman) A [AMSTA-AR-FSF-DAV]" 
<klaudon@pica.army.mil> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: BC-611 Batteries 
Date: Wed, 13 Sep 2000 11:00:43 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


I also happen to have a fired .50 cal casing on my desk, along with a .223 
and .762, and a .762 with an experimental charge that failed to open the 
crimp. I'm also treated with regularity to the sounds of these babies being 
test fired full-auto in the indoor range about 100 yards from where I sit 
and type this. These bullets (along with the weapon systems that fire them 
and a lot of other fun stuff) are engineered here, so with relative ease I 
could get the exact dimensions from the guys who maintain that data. 


However, there's nothing like being a REAL engineer once in a while, so I 
just walked over to a friend and borrowed his calipers. We read the length 
of my casing (shaddup you guys!) as 3.9250 inches at the minimum, to 3.9350 
inches at the max (this is a fired cartridge that I retrieved from the 
firing pit; the fact that the crimp is no longer even all around is of no 
surprise). That's a smidge larger than 3 7/8 inches. The casing elongates 
as the round is fired. Call it 3 15/16 inches. Close enough for government 
work (and this is government work). 


Hey, here's some BA content - his caliper is an old, all metal job made in 
Poland (VIS brand, or somesuch). No digital gauge, and not even a 
mechanical dial gauge. Requires some effort. If you're a techie, you have 
to use a basic tool that requires some thought once in a while, or your 
brain will eventually turn into "Internet ooze, dude!"! 


Of course, assembling and firing that Ma Deuce also keeps the blood moving 
(and the head ringing). 


73 de Kalman W2ES 
mote Original Message----- 


From: Lenox Carruth [mailto:carruth@geo-thermal.com] 
Sent: Wednesday, September 13, 2000 9:58 AM 


To: Old Tube Radios 
Cc: Old Tube Radios 
Subject: Re: BC-611 Batteries 


I just happen to have a .50 Caliber round here on my desk (just in 
case!!!) and the cartridge case measures 3 7/8 inches long. 


"David L. Stinson" wrote: 


The manual says that a spent 50-caliber round works. 
I've tried this and it works fine. I can't measure it 
for you now, because all my "stuff" is in storage. 

Can someone on the list get that measurement? 


Lenox Carruth Dallas, TX carruth@geo-thermal.com 
Collector of WW-II Communications Equipment and Memorabilia 


Wanted: TBX-8 Antenna, Key, Canvas Case, Accessory Box 


Message-ID: <20000913154349 .21798.qmail@mellon.com> 
From: Merz Donald S <merz.ds@mellon.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: Merz Donald S <merz.ds@mellon.com> 
Subject: Boatanchor Miscellany FS 
Date: Wed, 13 Sep 2000 11:38:59 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 


Boatanchor Miscellany FS 


Heathkit SB-301 Receiver. 1966-vintage ham bands receiver. Covers 80-10 
meters. Classic Heathkit 2-tone green styling. This rig comes with the power 
cable and the optional CW filter (plus the standard SSB filter. This one has 
a few cabinet scratches but nothing that really hurts its appearance. The 
front panel is pristine. An unoriginal internal speaker has been added 
without drilling any new holes. Otherwise the unit is all Heathkit original. 
Untested. With original full assembly manual. The tube lineup is 1-6CB6 LMO, 
1-6BZ6 RF Amp, 3-6AU6 1st, 2nd MXR, Xtal cal, 1-6AS11 Prod det, BFO, BFO 
amp, 1-6AB4 Hetrodyne Osc, 1-6BA6 IF Amp, and 1-6HF8 1st audio, audio out. 


$120. Prefer to sell with SB-400 listed below. 


Heathkit SB-400 Transmitter. 1965-vintage HF transmitter designed to 
transceive with the SB-300/301 or 303 receivers. Covers 80-10 meters. 
Classic Heathkit two-tone green styling. Comes with power cable, a full 
crystal set and a copy of the condensed manual. This radio has some 
scratches but is very nice overall. No unoriginal holes or other 
foolishness. Since the full crystal set is included, this TX can be made to 
transceive with any RX, not just another Heathkit SB-series RX. The tube 
lineup is 2-6146 Final Amplifier, 2-6EW6, 1-0A2, 1-6AU6, 1-6AV11, 1-6AW8, 
1-6CL6, 1-6D10, 1-6EA8, 1-6311, and 1-6BZ6. Untested. $120. Prefer to sell 
with SB-301 receiver listed above. 


Homebrew command set receiver power supply. This is built in a T-18/ARC-5 
transmitter cabinet and chassis. No original parts are used except the 3 
tube sockets on the rear of the chassis. The front panel has a new metal 
overlay that covers all the unused holes and makes for a neat appearance. It 
has only a pilot lamp, fuse and 2 togggle switches on it. The rear apron has 
3 connectors, 2 octal ocket output conectores and one recessed, flush-mount 
male AC input connector. The supply is a well-made unit with a 5W4 
rectifier, OD3 VR tube and a capacitor-input pi-section filter. The cabinet 
has the original black paint and the front panel has been sloppily painted 
black to match. Comes with one octal male to octal female output cable. 
As-is. Untested but should come up easily on your variac. If you're not 
running your receivers on the original dynamotors, then this would be a good 
option for you. $15 


Weston Radio Set Analyzer Model 660. This is one of those 30's vintage 
do-all radio testers with a combined VOM, limited tube tester and 
tube-socket "probe" for plumbing the depths of any BC radio problem. This 
thing needs cleaned but should end up looking excellent. The cloth cord 
going to the "probe" is in perfect shape--no fraying. The meter and function 
switch both appear to be in nice shape. But there was a mall 2 position 
rotary switch at the bottom center of this tester that is missing. It is 
marked " K <-X-> H " whatever that means. Inside, it appears to be in 
perfect shape and there are 3 wires hanging loose wherethe switch used to 
be. As-is. $10 


R-28/ARC-5 VHF command set receiver and homebrew power supply/control box. 
The radio uses 4 WE 717A tubes plus 6 standard 12V types. It is 
crystal-controlled on 4 channels. Crystals currently in it are 4775kc, 
4970kc, 5375kc and 5660kc. Lots of small dents on thin aluminum sides. Scuff 
marks on top. The power supply/control box has wires soldered to the pins of 
the front and rear connectors. The pins on the rear connector are gone. The 
dynamotor connector has one bent pin but is otherwise intact and the dyno 
mount is unmodified. No other modifications or problems. The power 
supply/control box looks like it was designed to control two radios and it 
has a switch to switch between them. It also has a Squelch/BFO control anda 


sensitivity controls, plus 4 pushbuttons to select a channel. The supply 
section looks well-bult, uses solid state rectifiers and is built with 
high-quality components. Untested. As-is. $29 


Hickok Audio Frequency Signal Generator Model Number 198 (also marked 
"T-151" whateverthat means...). This is an older model generator covering 
20c - 20kc in 3 bands. This is a portable unit in a black-wrinkle metal 
cabinet with a metal handle on top. It only has 3 controls Frequency, Range 
and Output. Uses binding posts for connections. Front panel has some light 
corrosion spots all over. The dial that displays the frequency is spotted 
and the dial glass is missing. Restorable. One of the oldest pieces of 
Hickok gear I've ever seen--probably 1930's vintage. As-is. Untested. No 
Modifications. Original 

knobs. $10 


LITERATURE 


Military "Instruction Book--Radio Sets For Operators." This is from the 
Armored School Communication Department, Fort Knox, Kentucky. Dated October, 
1944. Covers the following radio sets: SCR-509/510, SCR-508/528/538, 
SCR-193, SCR-506, and Frequency Meter SCR-211-J. Complete operating 
instructions for all sets with many photos and diagrams. 108 pages. Very 
good condition. $35 PPD 


The Radio Antenna Handbook, by the engineering staff of RADIO magazine, 
1936. Classic west-coast antenna handbook that was a pioneering effort in 
its day. 80 pages. This copy is worn and creased with some pencil writing on 
the covers. $11 PPD 


Allied's Radio Circuit Handbook, Allied radio, 5th edition, 1959, 36 pages. 
Features construction details and schematics for many popular Knight-Kits 
including the Space Spanner and their 50 watt CW Transmitter. Excellent 
condition. $18 PPD 


WANTED 


Heathkit AM filter for the SB-300/301/303 radios. 


Message-Id: <3.0.1.32.20000913105244 .0100ba58@vuse. vanderbilt. edu> 
Date: Wed, 13 Sep 2000 10:52:44 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse.vanderbilt.edu> 

Subject: Precision 10-12 out there? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Does anyone have a (working) Precision 10-12 toob tester (or calibration 


boomph) ? 


On a recent acquisition, I had to replace a pot that was totally fried, and 
though it now functions, the calibration is questionable. If someone could 
make a couple of voltage measurements I'd be grateful. 


A. B. Bonds 


From: jmccarty@lucent.com (John J Mccarty) 

Date: Wed, 13 Sep 2000 10:52:21 -0500 

Message-Id: <200009131552.KAA18738@nwsgpb. ih. lucent.com> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RE: BC-611 Batteries 


Dave Stinson AB5S wrote: 

>I've built three BC-611 B+ batteries by wiring together 
>twelve nine-volters. If you tape them together in pairs 
>and stack them using masking tape, there's just enough room 
>for them. Plastic tape is too thick. 


12 ?? The most I've been able to squeeze in is 10. Was thinking 
about dropping two more down the "D" cell well (well insulated 
and wired back to the main pack). Dave, how do you fit these 
it. 


73 


John n9hrt 
jmccarty@lucent.com 


Message-Id: <200009131615.e8DGFOW06240@jackatak.theporch. com> 
From: listown@jackatak.theporch.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: Fancy HTML in Posts 

Date: Wed, 13 Sep 2000 11:15:00 CDT 


Gang- 


Please accept this periodic posting as it is intended: 
A suggestion that will help everyone on the list... 


Many many of the members of the list read through text-based mailers on 
systems of other than WIntel origins... this is particularly true for 
those members who are "off-shore" where the technology is too expensive 
to justify. Just keep in mind that NOT everyone reads the list postings 
with the very latest windowed technology. 


PLEASE avoid the use of HTML and "quoted printable" in your email. If 
you don't know what this means, then PLEASE get help and set your mailer 
up so that you send your posts to the list in "PLAIN TEXT" only, with NO 
fancy HTML.... generally, avoid fancy fonts and colors, which will force 
your mailer to use the fancy stuff, and creates the problem. 


The problem is serious enough that we have taken steps to protect the 
list... we have created a filter that detects anything sent to the list 
that is not plain text, and deletes the rest of the message from the place 
where the non-text is detected. 


Your may have seen "FOBIDDEN FORMAT" in a post to the list, and wondered 


what happened... it is the phrase we insert to let the poster know that 
the post contained a binary, an attachment, HTML, a "vcard" or some other 
format that presents a problem to the List Processor... it enforces 


consideration of your fellow BoatAnchors members. 


PLEASE use only plain text. Get help with setting your mailer to not 
send the fancy HTML and quoted printable. 


PLEASE be considerate of the list resources and your fellow members. 


Thanks for your attention 


73 
Jack, WA4KH/Mobile - - - BoatAnchor Mailing List Owner - - - 
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 


"Il n'y a que les idiots qui ne changent jamais d'idee" 
Wed Sep 13 11:15:00 CDT 2000 


Message-Id: <200009131820.0AA07185@hat-trick.atl.org> 

From: "Bob Duckworth" <wb4mnf@atl.org> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: HV choke. Thunderbolt. Anyone got a spare, before I embark on rewinding 
this one. 

Date: Wed, 13 Sep 2000 14:24:04 +0100 


Thunderbolt HV choke bit the dust. 


short to frame. 

No room to mount on insulator dso it's 

a)find a good one 

or 

b)rewind this one. 

On the off chance, does anyone have a Spare or removed, '‘good' HV 
choke for PS in Thunderbolt? 

Thanks, 

-bob 


Message-ID: <39BFC803.DE626A9F@geo-thermal . com> 
Date: Wed, 13 Sep 2000 13:31:31 -0500 

From: Lenox Carruth <carruth@geo-thermal.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: BC-611 Batteries 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I use 11 but that requires a spacer so 12 would fit just as well. The 
secret is to use a thin (card stock) insulator between stacks and hot 
glue the assembly together. 


Lenox Carruth Dallas, TX carruth@geo-thermal.com 
Collector of WW-II Communications Equipment and Memorabilia 


Wanted: TBX-8 Antenna, Key, Canvas Case, Accessory Box 


Message-ID: <39BFCA99.81099622@toad.net> 

Date: Wed, 13 Sep 2000 14:42:33 -0400 

From: Ray Allen <w2kbr@toad.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: HRO Coils/Tube Inserts 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


group: 


Thanks for all the offers on this Estate stuff. A fellow with a 
land call submitted the best offer on both items. 


Sorry there wasn't more Tube Inserts Kits. 
es 73 Ray 


KIKKK KKK KKK KIKI KK IKARIA 
Ray A. Allen, Sr., W2KBR 

8303 Grainfield Rd., 

Severn, Maryland, 21144-2331 
KAKKKK KKK KKK KIA K KAKA KARR KE 


Message-ID: <39BFCA2B.190AD9C9@hawail.rxr.com> 
Date: Wed, 13 Sep 2000 08:40:43 -1000 

From: Raymond Cote <rjcote@hawaii.rr.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: TV-7 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


"6" 


+Gang, sometime in the past 6 months someone posted a source where one 
could get a conversion chart or list to convert the TV-7 meter readings 


to direct transconductance numbers. Anyone remember where? 


it out but it is not in my TV-7 now. 


Ray 


Raymond Cote 
1704 Anapuni Street 4#5B 
Honolulu, HI 96822 


rcote@hawaii.rr.com 
rjcote@mano.soest.hawaii.edu 


Message-Id: <3.0.6.16.20000913143429 .32dfde6c@mail.navix.net> 


Date: Wed, 13 Sep 2000 14:34:29 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 
From: Daniel Wright <dw73454@navix.net> 
Subject: Help wiring EV664 mic! 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Greetings! 


I had this info and lost it...(8-/ 


I printed 


Could someone give me the pinout (connections) for making 
both a hi and lo-z cable for the EV 664 microphone? I 

need the info for the connector at the mic end of the 

cable (4 pin). Thanks very much! AND my apologies to the nice 
guy who already sent me the info once....dang computers! 


73 de Dan -- WAOJRD .. 
Lincoln, Nebraska 


Message-Id: <200009132106.RAAQ7566@hat-trick.atl.org> 

From: "Bob Duckworth" <wb4mnf@atl.org> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Yet another bit of gear needing ID and manual/schema....Pioneer S-6 
Date: Wed, 13 Sep 2000 17:09:59 +0100 


Have a Pioneer S-6 

AM, exalted, USB, LSB 

Looks like commercial broadcast stuff. 
Big VU meter. 

Akc min selectivity 

16KC max. 

Basically a demodulator, although I'm 
not sure of IF as filters are not labeled and 
I havent swept them yet. 

Serial number is 102. 

Anyone ever seen??? 

Rack mount but very little depth to it. 


Turns out that that GTE/General dynamics (if number 

is indeed a cage code) thing that I thought was WJ or Racal 

has a mate. Owner informed me that it's dual conversion and 2nd IF 
is 6.545Mc. 


See where this is going. 
With the right 3rd mixer, I've got a whole radio :-) 


-bob 

wb4mn£t 

Pioneer is tube based. 

GTE thingy is very elegant SS 

synth from 1974. Gold plated innards, 
circuit boards stamped 'secret' 

2-32Mc but will go lower with appropriate 
input filter. Tunes all the way down to 
DC upconverting through a 75.xxx MC and 


then down through the 6.545Mc 


For anyone who's read this far, I have a hybrid Collins 
commercial FM BCB exciter with Collins stereo generator. 
Rack mount 

vey shallow 

would guess about 16U tall. 

Missing 38kc xtal for stereo pilot. 

Have manual for it and matfching exciter. 

If anyone is interested in this, it's for sale or swap 
and I'll dig out the manual and email the model and 
some photos early next week. 

I've got a couple of hundred bux in it but will never 
get around to running pirate on FM BCB 

so it's up for swaps or sale. 


-bob 


Message-Id: <v03007804b5e542ec7069@[132.235.46.157]> 
Mime-Version: 1.0 

Content-Type: text/enriched; charset="us-ascii" 
Date: Wed, 13 Sep 2000 17:07:34 -0400 

To: Old Tube Radios <boatanchors@theporch. com> 

From: Richard Post <post@ouvaxa.cats.ohiou.edu> 
Subject: Halli S-36M question 


Dug out my early Hallicrafters S-36 for its turn to soon occupy the 
restoration bench. I assume it's an early model because it still 
sports S-27 on the tuning dial cover. The front panel tag says it is 


S-36M. What is the meaning of the "M" in the number? Is it 
"Military"? The "M" is not mentioned in Dachis' book. 


73, 


Rich 
<fontfamily><param>Geneva</param>Boatanchor Pix website - KB8TAD 


<<http://oak.cats.ohiou.edu/~postr/bapix/> 


Museum of Radio and Technology 


<<http://oak.cats.ohiou.edu/~postr/MRT> </fontfamily> 


Message-Id: <3.0.1.32.20000913163219.01017b70@vuse. vanderbilt. edu> 
Date: Wed, 13 Sep 2000 16:32:19 -0500 

To: Old Tube Radios <boatanchors@theporch. com> 

From: "A. B. Bonds" <ab@vuse.vanderbilt.edu> 

Subject: Re: Halli S-36M question 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 05:07 PM 9/13/2000 -0400, you wrote: 

>Dug out my early Hallicrafters S-36 for its turn to soon occupy the 
>restoration bench. I assume it's an early model because it still sports 
>S-27 on the tuning dial cover. The front panel tag says it is S-36M. What 
>is the meaning of the "M" in the number? Is it "Military"? The "M" is not 
>mentioned in Dachis' book. 

> 

New one on me. TI have also seen S-27 covers on 36A's, for what it's worth. 


A couple of notes--There were some bad mica caps in mine. The big brown 
ones (6800 pf??)were especially noxious. What look like oil bath 
caps--well, some are oil-bath caps and some are electrolytics. The latter 
(audio bypass, etc) will doubtless need replacing, and I found a couple of 
the oil bath caps bad as well. I leave the ground leads connected but 
remove the hot lead from the cap lug. I attach the ground of the 
replacement cap to the cap ground lug, then slip spaghetti tubing over the 
other lead and thread it through the other lug, solder onto the pigtail. 
Not totally elegant, but reasonably solid. 


Check all the resistors. A fair number were bad (too high) in mine, 
especially in the front end. Be careful working around the acorn tube 
sockets, very brittle. 


If you are using the Army manual NOTE THIS: Two of the cans (I think it was 
the ratio detector and one other) are labelled improperly in the alignment 
diagram. You will never get your FM to work if you trust the book. Double 
check the schematic for proper location of the tuning cans. This may also 
be true in the Halli book. 


These sets were respectable performers in the "“uhf£" spectrum, though they 
became only so-so by the mid-50's. I believe my SX-42 is about as good, 
despite the fancy front end of the S-36. Certainly one of the heaviest 
radios per unit volume ever built, and what other radio do you have with a 
solid copper front panel? 


73 A. B. Bonds 


Message-ID: <39BFEEEB.F0OD15704@mr.net> 

Date: Wed, 13 Sep 2000 16:17:32 -0500 

From: Robert Kemp <rkemp@mr.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Collins Military Unit R1738 

Content-Type: multipart/mixed; 
boundary="------------ EE8034ABE4410277AEE6E2A9" 


This is a multi-part message in MIME format. 
DR Ae ial aa at EE8034ABE4410277AEE6E2A9 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Still looking for info on this unit. 


It has digital freq. display, with 4 selector switches to control. 
Unit is 9" high, 20" wide and 24" deep..weighs about 75 lbs. 


Anyone know what this is and/or have a manual for it? 
Thanks to all in advance. 
Bob 


Se Sescesee seats EE8034ABE4410277AEE6E2A9 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK KK KK KR KK KK KK KK KK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 
x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KR KK KKK KK KKK KKK KK KKK KKK 


* 
* 
* 
* 


+ + + FF HF FH OF 


Snowe ee teepse EE8034ABE4410277AEE6E2A9- - 


From: "Ed Sieb" <sieb@sympatico.ca> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RE: HV choke. Thunderbolt. Anyone got a spare, before I embark on 
rewinding this one. 

Date: Wed, 13 Sep 2000 18:33:53 -0400 

Message-ID: <LOBBJHOLOOHLIPLONIAFEECKDDAA. sieb@sympatico.ca> 


MIME-Version: 1.0 

Content-Type: text/plain; 
charset="i1s0-8859-1" 

Content-Transfer-Encoding: 7bit 


What are the specs? I have chokes up the ying-yang here; 
so many I'm choking on them. <snicker> 


>. SeSes Original Message----- 

> From: owner-boatanchors@theporch.com 

> [mailto:owner-boatanchors@theporch.com]On Behalf Of Bob Duckworth 

> Sent: Wednesday, September 13, 2000 9:24 AM 

> To: Old Tube Radios 

> Subject: HV choke. Thunderbolt. Anyone got a spare, before I embark on 
> rewinding this one. 

> 
> 


From: "Ed Sieb" <sieb@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Help wiring EV664 mic! 
Date: Wed, 13 Sep 2000 18:35:27 -0400 
Message-ID: <LOBBJHOLOOHLIPLONIAFIECKDDAA. sieb@sympatico.ca> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


That would have been me; (but then I'll take any credit I can get:-]) 


I'll resend it to you, Dan. 


> Ress Original Message----- 

From: owner-boatanchors@theporch.com 
[mailto:owner-boatanchors@theporch.com]On Behalf Of Daniel Wright 
Sent: Wednesday, September 13, 2000 3:34 PM 

To: Old Tube Radios 

Subject: Help wiring EV664 mic! 


VV VV VV VV 


Greetings! 


> 
> I had this info and lost it...(8-/ 


Message-ID: <39C03F06.248B4408@lenzlink.net> 
Date: Wed, 13 Sep 2000 19:59:18 -0700 

From: David Knepper <knepper@lenzlink.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Atwater-Kent Radio 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


A local lady has an Atwater-Kent radio that is enclosed in an original 
table. An Atwater-Kent decal is on the inside once you lift the top of 
the small table. It has a built-in speaker and does play. I did not 
find the model number. What would be the approximate value of this 
item. She wants me to have it but I want to pay her for it. 

Is this particular A-K a rare model - the radio inside a table. Thank 
you. 

David Knepper - W3ST 

Publisher of the Collins Journal 

Secretary to the Collins Radio Association 

CRA website: www.collinsra.com 

Join the the mail list: 

collins@qth.net through www.qth.net 


From: "russ dworakowski" <wb3fau@hotmail .com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Halli- S20R 

Date: Wed, 13 Sep 2000 20:04:03 EDT 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <LAW2-F261SU0hXCRQcq0000de20@hotmail . com> 


Just acquired a S20r. Can anybody date this rx? I figure 
late 30s. [80 rectifier- 6F6 audio out] Could I get 
someone to run off a schematic and alignment proceedure? 


Get Your Private, Free E-mail from MSN Hotmail at http://www.hotmail.com. 


Share information about yourself, create your own public profile at 
http: //profiles.msn.com. 


End of BOATANCHORS Digest 2986 
KI KKKK KKK KK IAAI KIA KKK K KKK 


